1950 Cessna 140A			
SN: 15486
N5355C

Airframe:
1950 Cessna 140A
TTAF: 3966 HRs
Useful Load: 553.64 lb
Total Fuel: 25 Gal
New Tail wheel Tire



Avionics:
Bendix/King KX125
Appareo/Stratus ESG, ADSB-Out Transponder
Stratus 2 ADSB-In Receiver Hard Wired.
PM 1200 2-Place Intercom
Updated Circuit Breaker Panel and Wiring
Concorde RG-25 Battery

Exterior:
Excellent Paint:  July 2011, 300 HRs.
Wheel Pants
Aerolite LED Lighting: Landing, Taxi, Nav lights
Strobe Light




Engine:
Continental C90-14F SN422325-0-14
TT: 3966 HRs
TSOH: 928 HRs
Compressions as of 10/2024: 
#1: 72, #2: 70, #3: 66, #4: 74 .
Engine Overhaul Date: 1999
Overhaul Shop: Teledyne Mattituck Services
ECI Cylinders Installed March 2006 (552 HRs)
Cylinders Honed, new rings installed Sept. 2023
Screw on Oil Filter
Push Button Start
Sky-Tec Flyweight Starter C12ST2/S
Plane Power ER14-50 Alternator 
Plane Power R1224 Regulator
TANIS Preheat System, Oil sump & 4 Cylinder Head heaters
Interior:
Fair
Hooker 4 Point Harnesses
Propeller: 1B90 CM 7152
TT: 3947 TSOH: 210.9 HRs
Overhaul by New England Propeller Service


